Ez-Kleery
~—

Construction
Surfoce Composition
Finlshad Width
Backing Compostion
Rapact

Rallrcoded

Put-up

Cleaning Code

Performance
Graks Tansie
Trop Tear
Ssom Strength
Adhasion

Stratch @ 158 (MD=CD)

Flax Raslstance
Blocking

Crock Raslstance
Wyzanbaak Abrasion

Product Specifications Sedonad
Vales Test Method
PVC ALTM D 751-0&
34" min. A5TM D 751-0&
100% Polyester ASTM D 751-04
Mone A5TM D 751-0&

Mo

30 yards

W/S

Vales Test Method

N ksine 110 ksSin. min. A5TM D 751-0&

35 Ibs./in. = 35 Ibs/in. min. ASTM D 751-06

35 s in. = 35 s in. miln. A5TM D 751-0&
41bs./in. » 41bs./in. min. ASTM D 751-06
TE = 30% A5TM D 751-0&
25,000 Cycles ASTM D 2097-91
Mo. 1 -Poss FTRAS T91A-TRASET2

Dry- 4-5;Wet - 4-5

AATOC 82016

100,000 cyclas, #10 cotton duck ASTM D 415713

Colorfastness to Light 250 howrs, Groda 4-5 ASTM D 4329-05

Blua Dve Transfar Rasistance Ciry - 4-5; Wat- 4 Chrysler Mathod: LP-4583KC04-03
Flammalblity Environmental

Califomia Technical Bulletin 117-2013, Sac. 1 Pass 1. Mo antbmicroblal addiftbes

FhAW S5/ ChWES #3002 Poss 2. Does not contaln PRAS, PFOA

MO A E52[14)8.2 Poss 3. Prop &5 compliont

MFPA 280 Pass 4 Mo chamicalflorme retordonts, CA ABR2P28 compliont
WFAC. Closs | Pass 5. RoHS compliont - Phthalote free

Sultable Applications Controct, Healthcore, Hospitallty, Residential

Cleaning and Disinfecting

Rarmove ordinory dit ond smudges with mild soop andwatar & 1001 rofio of wotar o bleach sclutlon moy ba usad cs 0
diinfactant. Rirss the sufoce with ceon wotar ofter dkinfecting. Dry with o soff, linf-free doth or fowal. We recommeand
that yvouw use Clorox Heolthcore ond Clorox Pro products o deEinfect Mitchell products in commencial settings.
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